o o A * UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS:  WELL LOG ELECTRIC LOGS FLE_X WATER SANDS LOCATION INSPECTED

SUB. REPORT/abd.

Sz corre el T/E Rl

DATE FILED 12-30-83

LAND: FEE & PATENTED STATE LEASE NO. PUBLIC LEASE NO.

NNt 4 - 20-H62-2876

DRILLING APPROVED:  1-4-83 - OIL (Cause No. 140-12)

SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY AP

GOR:

PRODUCING ZONES:

TOTAL DEPTH:

WELL ELEVATION:

o

DATE ABANDONED: & '~.?0' f/ /A

FIELD: 3139 BLUEBELL
UNIT:
COUNTY: _ UINTAH
WELL NO. UTE 2-9B1E API #43-047-31432
LOCATION 1650"' ENILFROM (N) (s) UNE, 1650' FEL FT. FROM (E) (W) LINE. SWNE 1/4 — 1/4 SEC 9
we. | RGE. | SEc. | OPERATOR ) TWP. RGE. SEC. OPERATOR
1IE | 9 PAGE PETROLEUM, INC,

o
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PETROLEUM INC.

December 29 , 1983

State of Utah

Department of Natural Resources
Division of 0il, Gas, & Mining
4241 State Office Building
Salt Lake City, Utah 84114

RE: Application to drill Ute Tribal 2-9BlE
Section 9, T2S, RI1E, U.S.M. :
Uintah County, Utah
Lease designation and serial mumber: 14-20-H62-2876

Dear Sirs:

On behalf of Page Petroelum Inc., I would like to request approval of the
attached application for permit to drill the Ute Tribal 2-9BIE. This

will be the second well on this spacing unit, and is intended to produce
from the same mterval set out in the spacing order for the Bluebell field.

The ex1stmg well on the spacing unit, (Earl Gardner B # 1), is producing

from the lower Green River formation; which is the top of the interval set
out in the spacing order. The Wasatch has been abandoned in this well

by the previous operator and is not consu%id feasible to re-enter. The

purpose of the subject well is to produce Wasatch formation, and would
not produce from the same interval as the Earl Gardner well without prior

approval ‘

Please advise if you have any questlons
Yours Truly,

T
T e ““&@ 3L ‘-‘tll‘g;?’ oy '»l\.' -
5 Y iy

Ken Allen
District Manager

DiVISION OF
Ui, GAS & MINING

P. O. BOX 1656 / ROOSEVELT, UTAH 84066 / 801-722-5081




Form 3160-3 . L‘\/ SUBMIT wc“"’ I,;‘,’,"" spproved. -
(November 1983 (Other 1 dget B No. 1
oy 3-331C) UNITED STATES Teverecside) " Expires August 31, 1085
DEP ARTMENT OF THE INTERIOR R . B 5. LBASE DWSIGNATION AND SERIAL NO.
. BUREAU OF LAND MANAGEMENT S ' 1" #14-20-H62-2876
APPLICATION fOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK §- I7 TIPJAR, ALLOYTES OR TRIES RiMn
1a. TYPE OF WORK ceygte _
, DRILL (@ DEEPEN (J PLUG BACK [J | ™ U™ daxssumur maus
b. TYPE OF WBLL - ‘ : ol e
WaLL WELL ormER _ ‘ zoxa zona v [] |8 FaaM oxiEied W
2. NAME OF OPERATOR
Page Petroleum, Inc. 9. wati ¥o.
3. ADDRESS OF OPERATOR 1 #2-9BlE
P.0. Box 1656, Roosevelt, Utah 84066 %zzw D_FOOL, OR WILDCAT .
4. zc:::o:ceor wELL (Report location clearly and in accordance with any State requlremen q ’ % .
1
1650 FNL 1650 FEL Sec 9, T2S, RIE, U. S.B.& M. i1, 83c, T, X M. OR BLK.
At propo-ed prod. sone (e
Same Sec 9, T2S, RI1E, U.S.M.
14. DISTANCE IN MILEN AND DIRECTION FROM NEAREST TOWN OR POST OFFICE® " 12. COUNTY OR PiRISH| 18. S8TATE
3 miles Northwest of Fort Duchesne, Utah Uintah Utah
10. ::’lc':;l:g: go#'::g:gll:n' 16. NO. OF ACRES IN LEASE 17. :g.rtl)!r ACI::LASBIGNID
POy oL L L T e i anyy 1650 640 \ 84D
18. g:)-?‘ncn ru;:(nrnomunuwc:-r‘n‘orn' . | 19. PROPOSED DEPTH - df 20. ROTARY OR CABLE TOOLS
OR APFLIED FOB, ON THS LEASE, FE. 12,7007 K Rotary
21. BLEVATIONS (Show whether DF, RT. GR, ete.) . \f 22, APPROX. DATE WORK WILL START®
5252' See 10 pt. plan
23. : PROPOSED CASBING AND CEMENTING PROGRAM
8IZE OF HOLE SIZE OF CABING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

See 10 Point Drilling Compliahce Program

Attachments

Exhibit "A” -(10 Point Compliance Program)
Exhibit "B" -BOP and Auxiliary Equipment

Certified Survey Plat
13 Point Surface Use Plan and attachments

Rig Layout »
Topo. Map "A" ‘ LA SO

Topo. Map "B"
DVISION OF
O, GAS & MINING

N uovi SPACE DESCRIBE PROPOSED PROGRAM : If proposal {s to deepen or plug back, give data on present productive sone and proposed new productive
gone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, {f any.

£y ' :
BIGNED % M—\' TITLE éﬂ . . - DATE. é‘ ;E/ps

(This space for Federal or State ofiice use)

PERMIT NO. APPROVAL DATE

APPROVED BY TITLE
CONDITIONS OF APPROVAL, IF ANY ©

*See Instructions On Reverse Sidc.

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly snd willfiilly to make to ‘any department or agency of the
United States any faise, fictitious or fraudulent statements or representations &8 to any metter within its jurisdiction. o

- gt g I



. PROJECT ' | R ]
~ PAGE PETROLEUM
L o , N _ ~ o Well location, # &~ 98IE R
r2 3, R / E, Us..b am. ' - located as shown in the
‘ * S B SWi/4 NEI/4 Section 9, T2S,

RIE, U.S.B. 8 M. Uintoh County, o r
| - Utah. o |
NB89° 47'W V | |

79.|68 8 ]

1650'
i

i

#2-98IE | |
‘Elev. Ungraded Ground-5252°

9

|
|
|

CERTIFICATE

THIS 1S TO CERTIFY. THAT THE ABOVE PLAT .WAS PREPARED FROM
. FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

l U . SUPERVISION AND . THAT THE SAME ARE TRUE AND. CORRECT TO THE

| i/ 7 _ BEST OF MY KNOWLEDGE AND BELIEF. - :

e . ) . oy
s = B = ™
REGISTERED TAND SURVEYOR

REGISTRATION N2 2464
STATE OF UTAH

I 1
. UinTaH ENGINEERING & LAND SURVEYING
. , , r ; P O.BOX Q@ ~ {10 EAST ~ FIRST SOUTH
80./00 VERNAL, UTAH - 84078
N89°47'W SCALE JoaTE
1" = 1000" 12/22/83
. . : ; . PARTY ’ 'REFERENCES
_ X = ‘Section Corners Located , ' ’ T LDT T AC GLO - Plat
: o ’ WEATHER ‘ TFILe T
Fair | PAGE PETROLEUM -




EXHIBIT "A"
TEN POINT COMPITANCE PROGRAM

NTL 6

Attached to Form 9-331C

WELL NAME: 2-9B1E

LOCATION: Section 9, T2S, R1E, U.S.M.

Uintah County, STATE OF Utah

GEOLOGIC SURFACE FORMATION

Tertiary Uinta Formation

ESTIMATED TOHf OF IMPORTANT GEOLOGIC MARKERS
L ) .

TGR 1 Uinta 0-6000"
TGR 2 Green River 6000’
TGR 3 Wasatch 10700°

ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS or MINERALS

Water - 0' - 6000’
0il & Gas - 6000' - 10,700 G.R. - 10,700 - T.D. Wasatch Oil & Gas

PROPOSED CASING PROGRAM

(a) Surface Casing: 10 3/4 to 800' 40.5# J-55 Cement to Surface
7 5/8" to 10,700' 29.7# N - 80

(b) Production Casing: 5 1/2" 10,500 to T.D. 17.0 # N - 80
——
Cemented to lap

MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL

EXHIBIT "B" is a schematic diagram of the blowout preventer
equipment. The BOP's will be hydraulically tested to the full
working pressure after nippling up and after any use under
pressure. Pipe rams will be operationally checked each 24 hr.
period, as will blind rams each time pipe is pulled out of the
hole. Such checks of BOP will be noted on daily drilling reports.

Accessories to BOP include a kelly cock, floor safety valve,
drill string BOP and choke manifold with pressure rating equivalent
to the BOP stack.



Attached to Form 9-331C - continued

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATING MUDS.

0 - 7000' - Brine Water
7000 - T.D. - Fresh Gel Mud

7. AUXILIARY EQUIPMENT TO BE USED.

5000# WP Safety Valve, inside BOP, Upper Kelly Cock, Mud
Monitoring Equipment (See Exhibit "A")

8. TESTING, LOGGING AND CORING PROGRAMS

(a) Tests; No DST's
(b) Logging program:
DIL, SP. GR 800' - 10,700'
DIL, CNL, GR-CAL, T.D.
DpIL, SP, CNL, FDC, GR-CAL 10,700' - T.D.
(c) Coring: No Cores
(d) Production:
If production is obtained, producing formation will be
selectively perforated and treated.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE

No abnormal pressure or temperature are anticipated.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS

The anticipated* starting date is to be approximately

or as soon -as possible after examination and approval of
drilling requirements. Operations should be completed within
90 days from spudding to rig release.

* Location Preparation Clearance requested as soon as possible
pending possible winter restrictions.



'.-:om PREVENTION, VELLHERD, /\hxm/\m

EQUIPHENT

w

/I

ORILLING
sPO0L

SRILLING
<onn

~ = CiSTNG
SQGOLQHDQ
O
N CASING 4 T .

Itea
No. Description
| 1| Mud return Tigw line
2 Fillup iine - min. 2%
|3 Urillang irple
& 13-672" = 5070 psi wP-Annular Cag Type S0P - Shatier
or livdril .
5 Iwo sireie Gr one dual - hydraulicallv operated -
13-5/87 - 5007 £si WP - Rem Type £0P < Cameron Type U
or Shatfer LS ,
| 6 13-5/3" - 5060 nsi ¥P Drilling Spool
7 10 rug
e 10 renta nuwo in station
9 To burn ot
10 10 _eas buster
|V T 12T - 30 gz wp-S1in O and Ycld-Casina ticad
|12 1™ = st osi P x Yo" - 53C0 ST D Casinn Snoo)
ERER R R N D L0219 psi ¥ Casing Suoc]
16 | 127 - 35007 5sT 57 x 13-5/9" - 56CJ pey 4P Oriiling

riire 12-1747 hoia

%P X 10" - S0U0 551 w7 DrilTind Socal <

wirle U hira »-3/5" nole

i5 13-5/5" 25330 rs1 - kveraulically Oparatec < Czmeron
iyne U - Ryt Tyse oop
V7 ) 13-5/8" - €720 03y 47 x 10" - 5CCO nsi wp ccudbie Studded

| Acagier Fiance

Auxiliary Couinment and Notes:
"1. A se00 psi WP safety valve,
properly subed, shall be on
the 7loor at all times.

2. An inside BOP shall be on the
floor at all times.

3. An upper kelly cock to be
used at all times.

4. Pipe rams shall be sized to
match the drillpipe or casing
being run in the hole.

5. Mud system monitoring equip-
ment will Yo installed (with
derrick floor indicators) and
used throuohout the period of
drilling after mud up cr upon
reaching a depth at which abnormal
pressures coula occur. -

6. BOP ecuipment shall be pressure
tested upon installation and
periodically thereafter.
Operational test of ram type
preventers shel¥ be pertoried
on each trip.

Hell Name - ‘.
Field

County

State UTAH i

Attachment No. EXHIBIT "Bf'



PAGE PETROLEUM INC.
13 Point Surface Use Plan
" “For
Well Location
2-9 BI1E
" Located Imn

Section 9, T2S, R1E, U.S.B. & M.

Uirntak.-County, Utah



PAGE PETROLEUM INC.
2-9 BI1E
Section 9, T2S, R1E, U.S.B. & M.

1. EXISTING ROADS

See attached‘Topographic Map "A".

To reach Page Petroluem well location site 2-9 B1E, located in the
SWY% NE% Section 9, T2S, R1E, U.S.B. & M., Uintah County, Utah; proceed
Easterly out of Roosevelt, Utah, along U.S. Highway 40 6 miles to its
junction with a Tintah County road to the North; proceed Northerly along
this road 1.8 miles to the beginning of the proposed access road (to be
discussed in Item #2). -

The Highway mentioned in the foregoing paragraph is a bituminous
surfaced road. The County road is constructed out of native asphalt.

There is no antiwdpated construction on any portion of the above
described roads. They will meet the -necessary standards required to
facilitate an orderly flow of :traffic during the drilling phase, completion
phase, and the production phase of this well at such time that production
is established.

The roads that are required for access during the drilling phase,
completion phase, and. production phase of this well, will be maintained

at the standards required by the Ute Tribe or other controlling agencies.

2. PLANNED ACCESS ROAD

See Topographic+Map *'B". —

The proposed access.road leav&ghthe'existing road described in Item #1
in the NE% NE% Section 9, T2S, R1E, U.S.B. & M. and proceeds in a Westerly
direction 0.3 miles to the proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill
and produce this well, the following standards will be met:

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any runoff from normal
~meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will bé 1% to 1 slopes
and terraced.



PAGE PETROLEUM INC.

O o

Section 9,T2S, R1E, U.S.B. & M.

2.  PLANNED ACCESS ROAD — continued .

The road will be centerline flagged prior to the commencement of
construction.

There will be one culvert required - along this access road. This culvert
will be placed according to the standards found in the 0il & Gas Surface
Operations Manual. '

The grade of this road will vary from flat to 8%, but will not exceed
this amount. This road will be constructed from native borrow accumulated
during comstruction.

If deemed necessary by the local govermmental agencies or their
representatives, ‘turnouts will be.installed for safety purposes every 0.25.
miles or on the top of ridges or at intervals and locations that will
provide the greatest sight distance. These turnouts will be 200' in length
and 10' in width and will be tapered from the shoulder of the road for a
distance of 50" in length at both the access and outlet ends.

There will be one fence that is encountered along this road. This fence
will be cut and replaced with a cattleguard with a minimum width of 18' and
a loading factor large enough to facilitate the heavy trucks required in the
drilling and production of this well. This cattleguard will be placed
according to the standdrds found in the”&bove mentioned operations manual.

The terrain that.thds access road:txrawerses is relatively flat.

The vegetation of this route consisis of pasture grass,

All surface disturbance is on Tribal Land.

3. EXISTING WELLS

There are no water wells, abandoned wells, temporarily abandoned wells,
producing wells, disposal wells, drilling wells, shut in wells, injection
'wells, monitoring or observation wells for other resources located within a
one mile radius of this location site.

"4, LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION
GATHERING AND SERVICE LINES

At the present time there are no Page Petroleum Inc. production
facilities, gas gathering lines, tank batteries, oil gathering linesq
injection lines or disposal lines within a one mile radius,
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PAGE PETROLEUM. INC.

2-9 BIE
Section 9, T2S, RIE, U.S.B. & M.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION
GATHERING AND SERVICE LINES ~ continued

In the event that production of this well is established, the existing
area of the location will be utilized for the establisiment of the necessary
production faeilities.

The total area that is needed for the production of this well will be
fenced and cattleguards will be utilized for access to these facilities,

The area will be built if possible with native materials and if
these materials are not available, then the necessary arrangements will be
made to get them from private sources. Bulldozers, graders and workman
crews will be used to construct and place these facilities in the event
production is established. '

If there is any deviation from the above, all appropriate agencies
will be notified.

Rehabilitation of disturbed areas no longer needed for operations
after construction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "A".

Water to be used for the drilling and production of this well will
be hauled from the.Uinta River at an existing loading ramp in Section 23,
T2S, RIE, U.S.B. &"M. approximately 3.4 miles Southeast of the location
site. This water will be hauled by truck over existing roads and the
proposed access road.

All regulations and guide lines will be followed and no deviations
will be made unless all concerned agencies are notified.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All comnstruction material for this location site and access road shall
be borrow material accumulated during construction of the location site amnd
access road. No additional road gravels or pit lining material from -other
sources are anticipated at this time, but if they are required, the appro-
priate actions will be taken to acquire them from private sources,

The native material that will be used in the construction of this
location site and access road will consist of sandy-clay soil and sandstome
and shale material gathered in actual construction of the road and location.
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PAGE PETROLEUM INC.
2-9 B1E
Section 9, T2S, R1E, U.S.B. & M.

A

7. METHODS FOR HANDLING WASTE DISPOSAL.

A reserve pit shall be constructed, and at least half of the depth of
the reserve pit shall be below the existing ground surface. All trash and
flammable materials will be contained in a trash basket. Non-flammable
material such as cuttings, salts, chemicals, etc., will be buried in the
reserve pit and covered with a minimum of four feet of earth material.

Prior to the onset of drilling, the reserve pit will be fenced on three
sides. Upon completion of drilling, the fourth side of the reserve pit will
be fenced and allowed to dry completely before backfilling and reclamation
are attempted.

A portable chemical toilet will be supplied for human waste.
All produced oii from this well will be contained in the storage
tank and will be sold. Water if any.which is produced will be run 1nto

a reserve pit as required in the NTL- 2B Regulations.

8. ANCILLARY FACILITIES

There are mo anc1llary fac111t1es planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See attached location layout sheet.

The B.I.A. Representative shall be notified before any construction
begins on the proposed. location site and road.. .

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the materials
are too porous and would cause contamination to the surrounding area; then
the pits will be lined with a gel and any other type of material necessary
to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence. '

"~ 10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. - (See location layout sheet,) -When all drilling
and production activities have been completed, the location site and access
road will be reshaped to the original contour and stockpiled topsoil spread
over the disturbed area. TFences around pits are to be removed upon' completion
of drilling activities and all waste being contained in the trash pit shall
be buried with a minimum of 4" of cover. The reserve pit will be completely
fenced and allowed to dry before covering.
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PAGE PETROLEUM INC.

2-9 B1E .
Section 9, T2S5, R1E, U.S.B. & M,

' 10. PLANS FOR RESTORATION OF SURFACE — continued

When restoration activites have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the B,L.M.
District Manager when the moisture content of the soil is adequate for
germination. The Lessee further covenants and agrees that all of said
cleanup and restoration activities shall be done and performed in a diligent
and most workmanlike manner and in strict conformity with the above mentioned
Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A")

_ The area slopes firom the Uinta Meuntdins tos the North to the Book Cliff .~
Mountains to the South and is part of what is known as the Uintah Basin. The
area has numerous perennial drainages which flow to the South out of the Uinta
Mountains into the Green River to the South., The Uinta Rivexr is one of these
perennial streams which drians to the South and is appraxxmately-l -mileRast of
this location site.

The soils of this semi-arid area are of the Uinta Formation and Duchesne
River Formation (the Fluvial Sandstone and Mudstone) from the Eocene Epoch and
Quanternary Epoch (Gravels Surfaces) and visible geologic structure consists of
light brownish-gray clays (OL) to sandy soils (SM-SL) with poor gravels and
shales with outcrops of rock (sandstome, mudstone, conglomerates, and shales).

Due to the low precipitation average, climatic conditions and the marginal
types of soils, the.vegetation that is.found in the .area are common of the semi-
arid region we are located in and in the lower elevations of the Uinta Basin.
it consists of, as primary flora, areas of sagebrush, rabbitbrush, some grasses,
and cacti, and large areas of bare soils devoid of any growth in the areas away
from and in the vicinity of non-perennial streams, cottonwood, willows, tamarack,
sagebrush, rabbitbrush, grasses and cacti can be found,

The fauna of the area is sparse and consists predominantly of the mule
‘door, coyotes, pronghorn antelope, rabbits, and varieties of small ground
squirrels and other types of rodents, and various reptiles common to this area.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows and jays. T

The area is used by man for the primary purpose of-grazing domestic
livestock.
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PAGE PETROLEUM INC.
2-9 BIE Co
Section 9, T2S, R1E, U.S5.B. & M., -

11. OTHER INFORMATION - continued

The Topography of the Immediate Area —(See Topographic Map "B'").

Well location 2-9 B1E sits on a flat area, which has been cultivated. .
The vegetation at the present is pasture grass, The ground slopes to the South-
east into a small ‘drainage which drains to the Southeast into the Uinta River.
The ground slopes at approximately a 2% grade through the location site.

The total surface ownership effected by this location is owned by the
Ute Tribe.

There are 3 small dwellings within a close proximity to this location
site approximatelvaSOO' Northeast and Southeast of the proposed location site.

There are no- visible archaeological, histoxical, or cultural sites within
any reasonable proximity of the proposed location site., (See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Ken Allen .

Page Petroleum Inc. -
P.0. Box 1656

Roosevelt, Utah 84066

Phone: 801-722-5081 —

13. CERTIFICATION

I hereby cerxrtify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that the statements made
in this plan are to the best of my --knswledge, true and correct; and that the
work associated with the operation proposed herein will be performed by Page
Petroleum Inc. and its contractors and sub-contractors in conformity with this
plan and the terms and conditions undexr which it is approved.

Date Ken Allen
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RECONCILE WELL NAME AND LOCATION ON APD AGAINST SAME DATA ON PLAT MAP.-

" AUTHENTICATE LEASE AND OPERATOR INFORMATION

| VERTFY ADEQUATE AND PROPER BONDING

~AUTHENTICATE IF SITE IS IN A NAMED FIELD, EIC.

APPLY SPACING CONSIDFRATION 2l lC / S -H-T7/
Y| "= /3 - R e T
c=3-b
c-3-c g g e
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Qﬂa{ DISTANCE TO NEAREST WELL. YecidOAED BA AHE SiV.iE

——" CHECK OUTSTANDING OR OVERDUE REPORTS FOR OPERATOR'S OTHER WELLS.

IF POTASH DESIGNATED AREA, SPECTAL LANGUAGE ON APPROVAL LETTER

I// IF IN OIL SHALE DESIGNATED AREA, SPECIAL APPROVAL LANGUAGE.

VERIFY LEGAL AND SUFFICIENT DRILLING WATER

Ny




January 4, 1984

-Page petfc1eu§; Inc,
P. O, Box 1656 =
Roosevelt, Utah 84066

RE: Well No. Ute 2-9B1E

‘ SWNE Sec. 9, T. 28, R. 1E
1650' PNL, 1650’ FEL
Uintah County, Utah

o Gentlemen'

, Approval to drill the above refetenced oil well is hereby granted in
“accordance with Order of Cause No._140-12 August 27, 1981, subject to the ‘
' following stipulatlons'

1. Receipt by the Division of evidence providing assurance of an

1  adequate and approved supply of water prior to commencesent
P of drilling. : :

2, Strict compliance with the conditions for drilling and producing
test wells as ordered in Cause No. 140-12, specifically, production
testing time limitations, bottom hole pressure informatien submittal
and damage liability assuuption.

in addition, the following actions ars necessary to fully comply with
“this approval v ‘

1. Spuddlng notificat1on to the Dlvision withln 24 hours after drilling
eperations commence. ' : ‘

2. Submittal to the Division of completed Form 0GC-8-X, Rsport of Water
Encountered During Drllllng. ‘ .

- 3. Prompt notification to the Division should you determine that it is
necessary to plug and abandon this well. Notify R. J. Firth, Chief
Petroleum Engineer, Telephone (801) 533 5771 (0ffice), 571 6068 (Home)

The API number assigned to this well is 43~G47~31432.

Il

erely,
A A A

. Jn Firth .
Chief Petroleum Engineer

RJF/as

cc: Branch of Fluid Minerals
Bureau of Indian Affairs

TVee ~®



Umted States Department of the Interlor

‘ BUREAU OF LAND MANAGEMENT 7: ‘ y
"~ VERNAL DISTRICT OFFICE REC ElV ED
‘ ‘ 170 South 500 East
IN REPLY - - . » Vernal, Utah 84078 : AY 2 3 1984
REFERTO: . ' . . . .
3100 B o M
- 086G ’ | ‘ o May 18, 1984

DIVISION OF OlL
 GAS & MINING

Page Petroleum, Inc.
P.0. Box 1656

Roosevelt, Utah 84066 - o o \6// |
R | Re: Mte Tribal #2-9BIE

Section 9, T2S, RIE
. ‘Uintah County, Utah
Lease 14-20-H62-2876

Gentlemen:

The App11cat1on for Permit to Dr111 the referenced we]] was received in our
. State Office on January-3, 1984. Correspondence dated January 17,. 1984, was
. 'sent to you stating that Page Petroleum needed a Designation of Operator from
- K & K Enterprises, Ltd., St. Paul 0il and Gas Corporation, and Graham Energy,
Ltd. in order to comp]ete the administrative aspects of the app11cat1on As
of this date, this office has. yet to receive the requested documents. ' In view
of the foregoing, this office is not approving your application to drill the
~referenced well without prejudice. If you intend to drill at this location
- at a future date, a new app11cat1on for permit to. dr111 must be submitted.

‘This off1ce requ1res a letter confirming that no surface disturbance has been
made at the requested drill site. Any surface disturbance associated with the
requested location of this well must be rehabilitated. A schedule for this
rehab111tat1on must be submitted to. this off1ce :

Your cooperat1on in this matter w111 be apprec1ated

Sincerely,

District Manager



k‘ )‘ STATE OF UTAH R Scott M. Matheson, Governor

v NATURAL RESOURCES Temple A. Reynoids, Executive Director

Qil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director
4244 State Office Building « Salt Lake City, UT 84114 - 801-533-5771

May 30, 1984

Page Petroleum, Inc.
P.0. Box 1656
Roosevelt, Utah 84066

RE: Well No. Ute Tribal 2-9B1E
API #43-047-31432
Sec. 9, T. 2S, R. 1E.
- Uintah County, Utah

Gentlemen:
Approval of App11cat1on for Permit to Drill the above referenced we]]

is rescinded without prejudice as of the above date in concert with act10n
taken by the Branch of Fluid Minerals.

If you intend to drill this location at a future date, a new app]1cat1on
for permit to drill may be submitted for State approval.

Respectfu]]y,

Norman .C. Stout

Administrative Assistant
NCS/cj
cc: Dianne R. Nielson, DOGM

Ronald J. Firth, DOGM
File

an equal opportunity employer « please recycle poper
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